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INDOOR UNITS - CEILING CASSETTE TYPE 2-WAY AIRFLOW

SLIM BODY - ONLY 11-7/16 in. (290 mm) HEIGHT

The slimline body is highly suitable for installation in narrow ceiling spaces and for

replacing obsolete air-conditioning equipment in older buildings. The main unit is

only 11-7/16 in. (290 mm) height.

TERMINAL BLOCK ON OUTSIDE OF MAIN UNIT MAKES WIRING EASIER

FRESH AIR DIRECTLY TAKEN IN

Fresh air can be taken in to the main unit directly (optional accessories needed.)

LONG-LIFE FILTER EQUIPPED AS STANDARD

The antibacterial long-life filter does not require maintenance for approximately a year.

EASY INSTALLATION

Lighter panel and placing the electric board near the panel make installation and

maintenance easier. Also, the heat exchanger is washable by displacing the center

panel, filter, and fan.

SLIM BODY OF 11-7/16 in. (290 mm) HEIGHT

PLFY-P NLMU-E

EQUIPPED WITH DRAIN PUMP MECHANISM AS STANDARD

The drain can be positioned anywhere up to 22-15/16 in. (583 mm) from the ceiling's

surface, providing greater freedom with long cross-piping and allowing more versatility

with piping layouts.

Sound pressure level table (Standard static pressure) at 0 in. WG (0 Pa)

COMPACT UNIT AND LOW SOUND PRESSURE LEVEL ATTAINED!

21480 Relay Mitsu Sec C.qxd  1/5/09  1:34 PM  Page 81



82www.CityMult i .ca

CEILING CASSETTE TYPE 2-WAY AIRFLOW - INDOOR UNITS

SPECIFICATIONS

OPTIONAL PARTS 
�1 Cooling / Heating capacity indicates the maximum value at operation under the following condition.

Cooling: Indoor 80ºF (26.7ºC) D.B. / 67ºF (19.4ºC) W.B., Outdoor 95ºF (35ºC) D.B.
Pipe length 25ft. (7.6m), Level difference 0ft. (0m)

Heating: Indoor 70ºF (21.1ºC) D.B., Outdoor 47ºF (8.3ºC) D.B. / 43ºF (6.1ºC) W.B.
Pipe length 25ft. (7.6m), Level difference 0ft. (0m)

�2 Airflow rate / Sound pressure level are in (low-middle-high).
�3 It is measured in anechoic room.
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