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INDOOR UNITS - CEILING CONCEALED TYPE

PEFY-P NMSU-E

PP HONEYCOMB FABRIC

Washable PP Honeycomb fabric filter as standard

ULTRA LOW HEIGHT UNIT WITH 7-7/8 in. (200 mm) HIGH

Can be installed easily in tight spaces, such as ceiling cavities or drop-ceilings.

REDUCED NOISE THANKS TO THE USE OF NEWLY DESIGNED

CENTRIFUGAL FAN AND COIL

CHANGEABLE STATIC PRESSURE

The unit is made suitable for a variety of applications with its four static pressure

settings of 5, 15, 35, 50Pa (0.02, 0.06, 0.14, 0.20 in.WG).

CHANGEABLE AIRFLOW RATE

Low, middle, and high fan speed settings deliver precise comfort.

DRAIN PUMP

Drain pump is attached as standard.

THE ULTRA-THIN UNIT OFFERS INCREASED FLEXIBILITY, AND
IS PARTICULARLY SUITABLE FOR PLACES WHERE LOW-NOISE
OPERATION IS DESIRED FROM A SLIM LINE BODY.
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CEILING CONCEALED TYPE - INDOOR UNITS

SPECIFICATIONS

OPTIONAL PARTS

�1 Cooling/Heating capacity indicates the maximum value at operation under the following condition.
Cooling : Indoor 80ºF (26.7ºC) D.B. / 67ºF (19.4ºC) W.B., Outdoor 95ºF (35ºC) D.B.

Pipe length 25ft. (7.6m), Level difference 0ft. (0m)
Heating: Indoor 70ºF (21.1ºC) D.B., Outdoor 47ºF (8.3ºC) D.B. / 43ºF (6.1ºC) W.B.

Pipe length 25ft. (7.6m), Level difference 0ft. (0m)

�2 Airflow rate / Sound pressure level are in (low-middle-high).
�3 It is measured in anechoic room.

PEFY-P06/08/12/15/18/24NMSU-E

Upper viewSide view Front view
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