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PDFY-P NMU-E

INDOOR UNITS - CEILING CONCEALED TYPE 

MULTIPLE INSTALLATION PATTERNS FOR ASSORTED APPLICATIONS AND LOCATIONS

FLEXIBLE INSTALLATION FOR A VARIETY OF LAYOUTS

AIR OUTLET SIDE COMPATIBLE WITH A

VARIETY OF DUCTS (OPTIONAL)

Adjustable setting of external static pressure

to meet system configuration and installation

conditions

Static pressure settings can be increased to adjust to

all kinds of ducts as well as functional upgrade option

(high performance filter etc). An increase from the

standard 0.241in.WG (60 Pa) to 0.602 in.WG (150 Pa)

is possible to cope with various layout configurations.

*For P36~P48 (230V)

SLIM 11-5/8 in. (295 mm) MAIN UNIT WITH

OPTIONAL DRAIN PUMP ENSURES UP TO

23-5/8 in. (600 mm) OF LIFT

ACHIEVING CREATIVE AIR CONDITIONING DESIGN THROUGH
A RICH ARRAY OF SYSTEM MATERIALS
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CEILING CONCEALED TYPE - INDOOR UNITS

SPECIFICATIONS

�1 Cooling / Heating capacity indicates the maximum value at operation under the following condition.
Cooling: Indoor 80ºF (26.7ºC) D.B. / 67ºF (19.4ºC) W.B., Outdoor 95ºF (35ºC) D.B.

Pipe length 25ft. (7.6m), Level difference 0ft. (0m)
Heating: Indoor 70ºF (21.1ºC) D.B., Outdoor 47ºF (8.3ºC) D.B. / 43ºF (6.1ºC) W.B.

Pipe length 25ft. (7.6m), Level difference 0ft. (0m)

�2 Airflow rate / Sound pressure level are in (low-middle2-middle1-high) or (low-high).
�3 It is measured in anechoic room.
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INDOOR UNITS - CEILING CONCEALED TYPE 

PDFY-P NMU-E

OPTIONAL PARTS

PDFY-P06/08/12/15/18/24/27/30NMU-E PDFY-P36/48NMU-E

Upper view Upper view

Front view Front view

Side view Side view
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